
 
 

QUICK START FOR CLACK DIGITAL VALVE 
 

SET UP 
FIRST SET TIME 
THEN PUSH AND HOLD REGEN UNTIL IT SAYS BACKWASH  
(UNIT GOES INTO BYPASS) 
UNPLUG UNIT 
TURN INLET WATER ON SLOWLY UNTIL AIR & COLOR ARE PURGED OUT TURN 
WATER FULL PRESSURE 
PLUG UNIT BACK IN 
PRESS REGEN IT SHOWS BRINE WAIT FOR MOTOR TO STOP 
PRESS REGEN AGAIN SAYS BACKWASH WAIT FOR MOTOR TO STOP 
PRESS REGEN AGAIN SAYS RINSE WAIT FOR MOTOR TO STOP 
PRESS REGEN AGAIN SAYS FILL LEAVE IT ON TO FILL BRINE TANK WHEN THAT 
CYCLE STOPS YOUR DONE WITH STARTING UP  
 

PROGRAMING 
PUSH NEXT & UP ARROW 
C 1 PROGRAMMING 
NEXT & DOWN ARROW 
 ASK IF IT IS A SOFTENER OR FILTER USE ARROWS TO SELECT SOFTENER 
PUSH NEXT CAPACITY 36,000  
NEXT NORMAL 
NEXT AUTO ( MEMORY) 
NEXT PRE & POST FILL SELECT POST 
NEXT  DN FOR DOWN FLOW 
NEXT NORMAL OR EXTENDED USE NORMAL 
 

DIAIGNOSTICS 
PRESS UP AND DOWN ARROW AT THE SAME TIME 
SHOWS # OF DAYS SINCE LAST REGEN 
NEXT # OF GALLONS 
NEXT GALLONS LEFT 
(NOTE: TO CHECK BEFORE DISCONNECTING WATER DOCKSIDE) IF USED AFTER 
PUMPS NO NEED TO CHECK 
 
NOTES: REGEN / RECHARGE TAKES 1.5 HOURS  USING 60-100 GALLONS  
FOR TECHNICAL ASSISTANCE CALL 954-527-0112 OR 210-587-3456 



 


